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BUBJBC?: Viewer and Light Table Requirements of HTAUTOMAT

Telereader (modified)., 1 each.

Magnetic reading headz to be used with the Msnn
eomparator. These heads and shove ltems are to
be purchased from the Telecomputing Corporstion,
Iorth Hollywood, Califormia. 2 each.

Histri Stereccomparator complete with either Olivetti

read~-out equipment or teleccomputing equipment which
will give equivalent read out. 1 each.

8,192-word memory unit to replace present 4,096-word
unit, on an exchange dagls. Installation of the
pre-select command with one-vord buffer, high-speed
paper tape reader and punch and additional flexo
writer, modified to operate with the Alwvae III-E
computer for off-line use with the high-speed
reader and punch, and for use with a spare in the
event of break-down of the Flexowriter being used
on the computer. (This will be purchased from the
Alwse Corporation, Huwthorme, California).

Rinceular microscopes, American Optical (eyeloptic),
for direct high-pover magnification of stereo
photography. Filar micrometers and/or other XY
measuring devices should be provided for the
eycloptic microscope. 10 each.

Photo camposer. 1 each

Electromagnetic plane coordimate plotter (Bemson-Lehner).
1 each.

Boscar measuring unit, adapted for TOmm f£ilm gaenacn-
Iehner Corporation, Hollywood, C™ifornian). 1 each.

Electroaic recitfier for Tlmm photeography, . including
tracker. 1 each. ‘

Equipment for TOmm stereo projection.

High-quality photographic reduction equipment for reducing
9" and 18" photography to TOomm filam.
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BUBJECT: Viewer and Light Table Regquirements of HTAUTOMAT

Bausch and lomb stereo microscopes for measuring depths,
adapted for wiler base separation.

Modifieations to Bausch and Lowb photomierographic equipment.
Adaptations for roll film in the projection stage and also pos-
s81bility of a theodolite borizontal cirele for angle measurement.

2. Questions eoncaminT technieal detalls of this equipment

her 25X1
25X1

ARTHUR C. LUNDAHL
Chief, Photo Intelligence Division
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